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ABSTRACT.

A comparison of the AUG and DIII-D temperature pedestal showed significant differences between
electrons and ions depending on collisionality. At high v.. the ions are coupled to the electrons and
show very similar pedestal top values and gradients. For low v. both decouple and the ion pedestal
becomes less steep. The electron temperature gradient scales linearly with its pedestal top value. This
trend is independent of collisionality and plasma shape. The normalized total pres- sure gradient
shows strong correlations with the plasma shape, namely plasma elongation, and the collisionality
in a way expected by peeling-ballooning theory. The different collisionality dependence of T, and

p suggests a limit for the electron temperature pedestal different from linear edge MHD stability.

1. INTRODUCTION

The high confinement mode (H-mode) in tokamak plasmas is one of the favoured scenarios for future
fusion devices. In order to document and understand the features of the H-mode it is mandatory to
analyse a wide range of different plasma parameters. One way to achieve this is to compare tokamak
devices with different capabilities. In the presented study data is included from ASDEX Upgrade
(AUG), DIII-D and JET. Together they cover different machine sizes and thus minor radiia € [0.47,
0.91] m, a wide range of plasma current I, € [0.5, 2.7] MA, toroidal magnetic field B, € [0.7, 2.8]
T, plasma shape and kinetic plasma properties. Particularly important in an H-mode plasma is the
edge pedestal which is responsible for a significant fraction of the plasma stored energy [1-3]. In
the recent years a lot of effort was focused on documenting and understanding the basic properties
of the pedestal - its gradients [2, 4, 5], widths [6—12] and top values [13—15]. This paper focuses on
the pedestal characteristics just before the onset of an edge localized mode (ELM) in type-1 ELMy
H-modes. The analysis in this paper is based on a database obtained with the two-line pedestal
characterisation which is described in [12] along with the definitions of the parameters used in this
paper. The focus is put on gradients in the pedestal. In Section 2 it is shown that gradients of T, and
T, at the outer midplane behave differently and only at high collisionality VT; approaches VT,. JET
was not included in studies of VT, because no ion temperature data was available for the pedestal.
In Section 3 the density and pressure gradients are discussed. In Section 4 the different correlations
of the normalized total pressure gradient are illustrated. In particular, a strong correlation with the

plasma elongation is observed.

2. SEPARATION OF ELECTRONS AND IONS

AUG and DIII-D have fairly similar specifications concerning their engineering parameters a, B,
and . One significant difference between the two machines is the material of the first wall. The
plasma facing components of AUG are covered with tungsten W while in DIII-D they are made
out of carbon. In a recent comparison of AUG data with and without the complete W wall [16] it
was shown that, besides similar discharge parameters and no gas puffing, the electron pedestal top

temperature T, .4 and density n, .4 vary significantly depending on the wallmaterial. With a W



first wall the density is increased by 10-20% while at the same time the temperature decreases so
a similar electron pressure p, .4 is obtained. The mechanism causing this effect is not clear, but it
results in a significant increase of the electron collisionality v« for plasmas in AUG with full W wall
compared to discharges with a partial carbon wall and otherwise identical discharge parameters.
This phenomenon helps to explain the different collisionality regimes observed for AUG v« € [0.3,
3.8]) and DIII-D v« € [0.02, 0.8]). Before the upgrade to a full W wall in AUG, it was possible to
reach collisionalities as low as observed in DIIID. However, these data cannot be included in the
following analysis because the high resolution edge charge exchange recombination CER diagnostic
[17], which is capable to measure ion temperature gradients in the pedestal, was only installed after
the wall upgrade. One has to keep in mind that the CER diagnostic measures the temperature of
impurity ions. Fast energy transfer rates between impurity and main ions suggest both are coupled,
but there is no experimental confirmation.

In different collisionality regimes the temperature gradients of electrons and ions change their
behaviour. In Fig.1 the pedestal gradient of T, and T, is plotted against the temperature at the electron
pedestal top. The gradients shown here represent the mean slope in the steep pedestal region. In
the case of AUG (a) electron and ion temperature show a comparable relation between pedestal top
value and gradient. For DIII-D (b) the ion temperature gradient is significantly lower than VT, for
comparable temperatures. The reason for the different observations at AUG and DIII-D might be
connected with the collision rate in the plasma. In Fig.2 (a) the gradient ratio of T, and T; is plotted
against v... Although the scatter is quite large, a trend to larger ratios for lower collisionality is
observed. While most AUG discharges wit v« > 0.3 lie between a gradient ratio of 0.5 and 1.5, the
discharges with lower v« from DIII-D lie all above 1.0. One explanation for the large scatter is the
uncertainty in determining the gradients.

These observations suggest a change in the balance of electron and ion heat channels. As one
can expect for high collision rates, the ion temperature is linked with the electron temperature.
The profiles of T, and T, show similar pedestal gradients and pedestal top values. For low collision
rates VT, is significantly smaller than VT,. This implies that the heat transfer between electron
and ion channels is not fast enough to guarantee their equilibration and that the electron and ion
gradients are set by different physical mechanisms. Further observations suggest that the ions are
set by the electrons. Figure 3 (a) shows that the electron temperature gradient scales linearly with

T

e.ped> this relation is observed independently of variations in machine size, plasma shape, heating

power and electron density. Since there is no density dependence at constant T .4 there is also no
direct collisionality dependence, only an indirect correlation due to the T, dependence in v .. This
is consistent with observations of the T, and n, pedestal width where no significant dependence on
collisionality was reported [6, 7, 9—12]. The ion temperature gradient shown in Fig.3 (b) exhibits
a much larger scatter for one pedestal top value. This can be explained with the different densities
of AUG and DIII-D and was associated with the collisionality in Fig.2 (a). Fig.2 (b) demonstrates
that T; couples to T, for v .. > 0.5. DIII-D typically has T, > T, around the pedestal and in particular



for the plasma core. The results for low v . with T,> T; might be a special case and not general. It

is not known why lower T, values are observed in this data set.

3. ELECTRON DENSITY AND PRESSURE GRADIENTS

The gradient in the pedestal of the electron density also shows a correlation with the pedestal top
value which is consistent for all machines. However, as is illustrated in Fig.4 (a) the distribution of
the measurements is much broader than it was for the temperature. For AUG and JET the external
gas puff can influence the correlation of gradient and pedestal top. With larger gas puff higher
pedestal top values are obtained while the gradient remains unchanged. Interestingly, the same
result is reflected differently in the density profiles of AUG and JET. In AUG a gas puff causes
an increase of the separatrix density and the whole profile is shifted to higher densities. At JET
the separatrix density does not change, but the pedestal top is increased while the gradient in the
pedestal remains constant.

This suggests different particle source profiles in AUG and JET. The gas puffing at DIII-D is
considerably lower - typically 20-30% of a gas puff in AUG - and does not show any influence on
the pedestal top density in the presented database. The gradient of the pedestal pressure in Fig.4 (b)
also shows a strong correlation with the pedestal top value. For all three machines the measurements
are distributed around a gradient-top ratio which would correspond to a pedestal width of ~1.5cm
and does not show systematic deviations. In particular, no influence of the machine size is observed

in the JET data (green triangles).

4. NORMALIZED PRESSURE GRADIENT

For edge stability analysis a different representation of the gradients is of interest. This is the
normalized total pressure gradient which is used with the definition of Ref. [18] Eq. (42). For the
gradient of the total pressure p =p, + p; is the relevant quantity. Because of the differences in the
ion and electron temperatures the approximation p=2p, is not used. To account for the differences

in the temperature gradients the following approximation is applied

o7, .
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This approximation implies a constant pedestal width of T, and n, in real space coordinates,
considering Fig.3 (a) and Fig.4 (a) this is a reasonable assumption. Further, an effective charge
number Z =1 is used. In principle, a Z 4 profile to determine ni would be preferable. However,
due to the large uncertainties of Z g, particularly at the edge its inclusion would not improve the
approximation for Vp. The ELM instability is currently best described with the peeling-ballooning
theory [19] where a critical value of the edge current density and the normalized pressure gradient
cause a combined peeling-ballooning mode to become unstable. In this section correlations of with

other parameters are discussed.



In Fig.5 (a) the normalized pressure gradient is plotted against the normalized poloidal pedestal
pressure [3, ,.q - Both parameters show a very strong correlation as could be expected from Fig.4.
The kinetic ballooning mode (KBM) theory predicts o e,/ B, .4 [14] where the constant of
proportionality may vary with collisionality and aspect ratio. This prediction is indicated by the solid
black line and it shows strong deviations from the data, however, an offset-,/ B, 4 fit reproduces
the data very nicely with o0 = 12.0,/ B ,.q — 0.2. The offset is influenced by the approximation of
Z . and would reduce with increasing Z . However, a variation of Z ¢ by a factor of 4 would only
cause a change of by less than 30% and could not explain the observations. Such an offset does
not have an obvious physical meaning and therefore other dependencies are investigated which
might explain this deviation. Also the plasma shape shows strong correlations with . A correlation
with the triangularity was already reported for DIII-D [20].

Stability calculations showed an influence of both the triangularity [21] and the elongation x [22].
Experimentally, both quantities are often varied simultaneously. In the database for roughly two-
thirds of the discharges high means also larger , however, the remaining discharges deviate from
this correlation. In Fig.5 (b) is plotted against the elongation, for ke [1.5, 1.8] a weak positive trend
of with is observed. More interestingly steep normalized pressure gradients are only observed for
large plasma elongation K> 1.8. Another parameter showing a trend with the normalized pressure
gradient is the factor f; = qos5/qy;. With increasing f; also larger values of are possible as shown in
Fig.5 (c). fq is correlated with 3, .,
not perfectly clear. One possibility is that f is an estimate of the edge current density; while g,

however, not equivalent [12]. The physical meaning of { is

represents the inverse of the total plasma current, qy5 excludes the outer 5% of the plasma radius
and can be accurately determined by equilibrium reconstruction codes [23]. Therefore, f; could be
a measure for the relative edge current density. In this case Fig.5 (c) would suggest a strong link
of the normalized pressure gradient and the edge current density, which can change the local shear
significantly.

To better distinguish between the influences of the different parameters on and to check whether
one of these parameters can be responsible for the deviation from the |/ B, 4 trend, the normalized
pressure gradient is divided by /B, ,.q and plotted against triangularity (a), elongation (b) and
collisionality (c) in Fig.6. A comparison of the two plots with the plasma shape Fig.6 (a) and (b)
reveals that there is no consistent trend of edge stability with J, but a trend to larger gradients for
more elongated plasmas. This would suggest that the plasma elongation is the better parameter to
describe the influence of the shape on the edge stability. This elongation dependence is consistent
with pedestal width measurements in normalized flux coordinates which show a strong negative
trend with x [12]. The third parameter in this test is the collisionality which shows a general trend
which gives larger gradients for lower collisionality as shown in Fig.6 (c). The influence of v« could
be an explanation for the deviation from the ./ B, .4 dependence but the V.. dependence of KBM
stability is unknown at present. The large scatter in the data could be due to the overlaid influence

of the plasma shape.



CONCLUSION
Surprisingly, the electron temperature gradient shows a linear dependence on T, thus

VT/T, pea ~const. The ion temperature gradient does not show such a linear dependence with

e,ped>

the pedestal top value but a strong dependence on collisionality. The electron density gradient is
independent of the gas puffing, while the density pedestal top can be influenced by the gas-puff in
a certain fuelling rate interval which differs for the machines. Also the electron pressure gradient
appears to be independent of collisionality and plasma shape.

The normalized pressure gradient o, which contains information of electrons and ions, shows a
strong collisionality dependence. o is also strongly dependent on the plasma shape. This is expected
from the peeling-ballooning theory [21]. In the presented data set the plasma elongation K gives
better correlation with than the plasma triangularity 9.

The different observations favour various mechanisms. The pedestal top values of electron and
ion temperature and density could be individually transport limited, but together they can still reach

the peeling-ballooning stability limit.
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Figure 1: Pedestal gradient versus pedestal top temperature for electrons (green,square) and ions (orange,circle) with
the discharges from AUG (a) and DIII-D (b).
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Figure 2: The ratio of electron and ion gradients in the pedestal as function of the electron collisionality (a). The ratio
T,/T; at the electron pedestal top as a function of collisionality (b).
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Figure 3: Mean real space gradient in the steep gradient zone of the pedestal plotted against the pedestal top value of
electron temperature (a) and ion temperature (b).


http://figures.jet.efda.org/JG12.332-2a.eps
http://figures.jet.efda.org/JG12.331-2b.eps
http://figures.jet.efda.org/JG12.331-3a.eps
http://figures.jet.efda.org/JG12.331-3b.eps

10

(®) AUG ——o—
DIl-D ——=&—
8 JET — & =
E —
L2 £ 6
- o
, =
e ©
: ¢ -
z S -
> = 4
>
2%
: :
E 0 \ \ | | %
10 0 3 6 9 12 15
Ne, ped (10"m-?) Pe, ped (kPa)

Figure 4: Mean real space gradient in the steep gradient zone of the pedestal plotted against the pedestal top value
electron density (a) and electron pressure (b).
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Figure 5: Normalized pressure gradient plotted against the normalized poloidal pedestal pressure (a), the plasma
elongation (b) and the factor f, = qg5/q.; (¢).
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Figure 6: Normalized pressure gradient divided by Bﬁjﬁed and plotted against the plasma triangularity (a), the plasma

elongation (b) and the collisionality at the pedestal top (c).
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